HOT STATIC SPECIFICATION SHEET

ClearWater

COMPANY CONTACT ORDER NO.
Water Recycling Systems
Cleanwell by ClearWater
PERFORMANCE
PSI 1500 2200 2500 3000
LPM 12 14 15 18 21
VOLTAGE 110V 240V 415V
| MAINS CABLE LENGTH M STD MAINS CABLE IS 7M
| 240V 415V
PLUG | 13 AMP 16 AMP & RCD 16 AMP 32 AMP
4 PIN 5 PIN
FROST PROTECT
RAIN COWL
FROST PROTECTION YES NO Y / N
COIN OR TOKEN OPER. YES NO
CABLE DASHBOARD
REMOTE CONTROL YES NO M Y / N
CHEMICAL SOLENOID YES NO
KEY ISOLATOR YES NO
WATER SOFTENER YES NO
STAINLESS STEEL YES NO LANCE BRACKET
LARGER CABINET NO CHEMICAL HOSEREEL BOTH Y / N
FUEL SUPPLY BULK FEED INTERNAL FT FLAME OUT
OUTLETS SINGLE DOUBLE BRUSH
CHEMICAL CONTROL
HIGH PRESSURE YES NO
TIMED CHEMICAL YES NO
LOW PRESS. CHEM. INJ. YES NO INTERNAL EXTERNAL
CHEMICAL FEED INTERNAL EXTERNAL FIXED LOCATION

ANY OTHER RELEVANT INFORMATION REGARDING SPECIFICATION:




